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START 



Configure an internet-enabled device 
to communicate with a valid mail server of an on-line access provider 
by automatically determining the name of the mail server 
from a user-supplied e-mail address 
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Communicate with the mail server 
using the internet-enabled device 
in order to send e-mail to one or more recipients 
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^ Prompt user to select an ISP for the device] 
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Determine access parameters for the ISP 
(prompt user for password, if not stored) 
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Connect the configuration computer to the ISP 
(if not already connected) 




Prompt user for ISP-based e-mail address 
(of the form "<prefix>@<suffix>") 
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Strip "<prefix>@" 




Lookup "<suffix>" in local mail server database 
to find corresponding mail server name 




Try to connect to the mail server 




Prepend a predefined mail server prefix & "." to "<suffix>" 
to form a mail server name of the form "<mail server prefix>.<suffix>" 
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Yes ^ 

Does 

"<suffix>" have >2 domairf 
S**-^^* — No 
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Inform user that 
configuration was 
unsuccessful 
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Query mail server to determine 
the maximum size of an e-mail attachment 
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^Disconnect the configuration computer from the ISP I 



Store the configuration parameters 
from the configuration computer to the internet-enabled device: 
phone number, user (account), password, 
e-mail address, mail size, SMTP server name, & 
DNS server information (static & fixed address; or dynamic) 
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\T Connect the internet-enabled device to the ISP 
| using the stored access parameters 



Connect to port 25 of the mail server 
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Send a "Welcome" message 
to the user's e-mail address 




Prompt user to look for the welcome message 
in his mailbox verifying proper configuration 



Inform user that the 
configuration was unsuccessful 



E -mail Address 




Enter the e-mail address assigned to you by 
your Internet Service Provider. 

It is important for you to enter the " Ixpres" 
designated e-mail address. Do NOT use an 
e-mail address you may have through another 
Internet service. 



sismilich@ixpres. com] 



Example: david@att.net 



< Back 



Next> 



Cancel 



Help 
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Query 



Domain Name Server for mail server name 



Connection = unsuccessful 




Get IP address of mail server name from Domain Name Server } 



^ Connect to mail port 25 of IP address 
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Connection = unsuccessful 



Connection = unsuccessful 



Connection = successful 
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Query attached computer as to whether 
1 it is connected to the ISP 




Connect internet-enabled device to ISP 
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j Send e-mail 



Mode=Prohibit 



Notify user that mail 
cannot be sent 



Mode=Push 



Upload e-mail 
(addressees, text, attachments) 
to attached computer 
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Invoke attached computer 
mail program 
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Store the changed ISP parameters 
to the internet-enabled device 




Query user whether the new ISP should 
be used for the internet-enabled device 




Invoke the Configuration routine 



Subject: Welcome message from the HP OfficeJet One-touch Email Setup 
Date: Thu, 18 May 2000 06:48:56 GMT 
From: sismilich@ixpres.com 
To: sismilich@ixpres.com 

Congratulations! You successfully completed the HP OfficeJet One-touch Email Setup. 

Mail Server Name = smtp.ixpres.com 
Server e-mail attachment size = 10485760 
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